SIGNAL STANDARD

IISNS MAST ARM PER

EDGE-LIT LED IISNS IN 3 SIZES:
6'x2',8 x2"AND 10" x 2'

STANDARD NO.1200 \

SIGN BACKGROUND SHALL
BE 3M SERIES 1177 (GREEN)

ELECTROCUT FILM \
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10" UPPER CASE AND |
8" LOWER CASE SERIES | |
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0.5" BORDER WITH

1.5" CORNER RADIUS \.

6" MIN

60" MAX

6" MIN

6" IISNS

10" IISNS (108" MAX FOR STREET NAME)

8" IISNS (84" MAX FOR STREET NAME)

SIGN FRAME

NOT TO SCALE
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FOR 6' AND 8' IISNS, FONT TYPE CANNOT BE CHANGED BUT WORD SPACING CAN BE
REDUCED UP TO 80% TO FIT STREET NAME WITHIN THE ALLOTTED SPACE WITHOUT
FOR 10'IISNS, AS DIRECTED BY THE COUNTY, A COMBINATION OF REDUCING WORD

SPACING, CHANGING FONT TYPE, AND/OR ABBREVIATE STREET NAME CAN BE

INSTITUTED TO ACCOMMODATE LENGTHY STREET NAME ON THE IISNS.
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PREPARED UNDER THE SUPERVISION OF:

11/30/22

DIRECTOR OF TRANSPORTATION DATE
MARK LANCASTER, P.E.

REVISION DESCRIPTION MARK | DATE [ APPROVED

COUNTY OF RIVERSIDE

IISNS DETAIL

STANDARD No. 1201






